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UNITED STATES PATENT OFFICE 
2,11,276 

DRAW-OFF CONNECTION FOR HEAT-IN 
SULATED CONTAINERS 

Cortland W. Davis, Alexandria, Ind., assignor to 
The Mantle Lamp Company of America, Chi 
cago, Ill., a corporation of Illinois 

Application January 27, 1936, Serial No. 61,00? 
Claims. 

My invention pertains to insulated containers 
of the type which may be conveniently carried 
by hand from place to place, in which an inner 
Vessel or container for liquids, made of frangible 
material Such as stoneware, glass, or other vit 
reous material, is mounted in and Spaced from an 
outer protective shell, the space between said 
container and said shell being usually filled with 
resilient material affording thermal insulation 
and also shock insulation to the container, for 
example conminuted cork. 
A well known example of such containers is 

the so called “picnic jug' intended to keep any 
desired liquid contents either hot or cold as the 
case may be, for a considerable time, and of a 
size and construction to be readily carried by 
hand, although I do not limit myself to that par 
ticular type of Such containers in carrying out 
my invention. 
With containers of the class referred to, it is 

desirable in some cases to provide the container 
with a draw-off faucet communicating with the 
bottom portion of the inner frangible Wessel Or 
container, and located outside of the protective 
shell of the container. In such cases, as far 
as I am aware, it has heretofore been the prac 
tice to connect one end of a Substantial tubular 
connection to an outlet in the side near the bot 
tom portion of said frangible container, and to 
extend said tubular connection directly outward 
ly through the protective shell to receive and 
support at its Outer end, the draw-off device or 
faucet employed, said tubular connection in some 
cases being Secured to said protective shell. 
With draw-off connections of the kind described, 
experience has shown that shocks on the faucet 
resulting from impacts of any kind, are trans 
mitted through the draw-off connection to the 
frangible container With so little decrease in 

40 

5 5 

force as to be dangerous, such frangible contain 
ers frequently having been broken in this way 
by impacts on the faucets that would seem to be 
inconsequential. Even where the draw-off con 
nections have been secured to the protective 
shells, the same result has frequently occurred, . 
because of it being practically impossible to 
make the protective shells sufficiently rigid to 
prevent communicating dangerous shocks to the 
frangible containers in the manner described. 
By my invention, I eliminate the communicat 

ing of dangerous shocks to the frangible con 
tainer through the draw-off connections, by dif 
ferently constructing the tubular connection ex 
tending from the frangible container to the 
draw-off device or faucet. My improved draw 

(C1, 220-14) 
off connection consists of a first fitting which is 
preferably cup-shaped, connected with the out 
let of the frangible container, from which fit 
ting a flexible tubular member extends lateral 
ly in the space between the frangible container 
and its protective shell, the other end of said 
tubular member being connected at a location 
Substantially removed laterally from said outlet, 
With a second fitting extending through the pro 
tective shell to receive the draw-off device or 
faucet employed. Said tubular member is made 
preferably of thin-walled soft metal tubing, for 
example, Copper or braSS, of Such length that it 
readily yields to shocks on the faucet and the 
fitting connected therewith, as a result of which 
any resultant minute shocks communicated to 
the Outlet of the frangible container, are so Small 
as to be much less than shocks that are danger 
ous thereto. To conserve space, I preferably ex 
tend said tubular member angularly around the 
frangible container, thereby displacing said out 
let and Said faucet from each other by a Sub 
stantial amount angularly of the container, but 
do not limit myself to this particular arrange 
ment. Where the containers are intended for 
liquids for human consumption, I preferably pro 
vide my connection and particularly the tubular 
member thereof, with a lining of tin or equiva 
lent material as far as protecting the liquids 
from contamination is concerned. 
My invention will be best understood by ref 

erence to the accompanying drawings illustrat 
ing a preferred embodiment thereof, in which 

Fig. 1 shows in front elevation and partially 
in vertical, sectional view, a jug container in 
accordance With my invention; 

Fig. 2 shows in vertical, central, sectional view 
and to an enlarged scale, a part of the contain 
er shown in Fig. 1: 

Fig. 3 is a horizontal, Sectional view of the 
structure shown in Fig. 2, taken along the 
line 3-3; 

Fig. 4 shows in a view similar to Fig. 3, a modi 
fied construction of tubular connector; 

Fig. 5 shows the tubular connector illustrated 
in Figs. 2 and 3, in plan view; 

Fig. 6 is a left hand end view of the connector 
shown in Fig. 5, taken along the line 6-6; 

Fig. 7 is a right hand end view of the con 
nector shown in Fig. 5; 

Figs. 8, 9 and 10 show further modified forms 
Of connecting tubes, in view similar to Fig. 3. 
Similar numerals refer to similar parts 

throughout the several views. 
In Fig. 1, I illustrate in front elevation, a jug 
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container in accordance with my invention, the 
lower portion of the container structure thereof, 
as more clearly shown in Fig. 2, having an inner 
vessel or container (), for example, of Stone 
ware, glass or other vitreous material, Surrounded 
by and spaced from a protective shell or jacket 

, for example, of metal Such as sheet braSS Or 
steel. The space between the parts e and 
is shown as filled with resilient insulating ma 
terial 2, for example, comminuted cork, to pro 
vide heat insulation and also shock insulation 
for the container f0. 
The bottom portion of the container 0, as 

more clearly shown in Fig. 2, is provided With an 
outwardly extending tubular outlet fed integral 
with the container , which outlet increases in 
size or flares outwardly. A metal sleeve i3 is 
Secured to the outlet led as follows: 
The body portion of the sleeve 3 is of some 

what larger internal diameter than the Outer 
diameter of the outer end of the outlet led, the 
inner end of said sleeve being inturned at 3d 
So that it will just clear the Outer end of Said 
outlet in assembling said sleeve, the outer end 
Of Said sleeve having an inturned flange 3b rest 
ing against and fitting the outer end surface of 
the outlet a when the sleeve 3 is assembled 
thereon, for which relation of the parts, there is 
a clearance space between the inturned end 3a. 
of the sleeve and the outer Surface of the Con 
tainer , which insures Snug engagement be 
tween the sleeve flange 3b and the Outer end of 
the outlet a. In assembling the sleeve 3, ce 
ment 3c, for example, water insoluble vitreous 
cement, is used to fill the space between the sleeve 
and the outlet a, and With the cement in place, 
the sleeve is pressed towards the container fo, 
to press the flange 3b snugly against the outer 
end of the outlet ?ta. When the cement has 
hardened, the sleeve f3 is interlocked in place on 
the outlet a by the relation to the hardened 
cement 3c, of the inturned end 3a, of the flange 
3b, and of the outward flare of the outlet Ga. 
As shown in Figs, 2 and 3, the sleeve 3 has se 

cured to it in any convenient manner, for ex 
ample, by Soldering, the flange Aa of a flanged 
cup. 4 of metal, which constitutes a first end 
fitting of my improved connector. The cup f4 
has Secured thereto, for example, by soldering, 
brazing or Welding, one end of a connecting tube 
5 of metal, the other end of which is similarly 
connected to a second and hollow fitting 6 of 
metal, having a hollow threaded end portion 6a, 
extending through the shell , and secured to 

i, Said shell by a lock nut 7 outside of said shell. 
A Washer 8 of Suitable material, is disposed be 
tween the fitting 6 and the inner surface of the 
shell f. The fitting end portion 6a extends 
through the nut 7, and engages a draw-off faucet 
is to support the latter outside of the shell . 
The tube 5 opens into the cup 4 and into the 
fitting 6, thus establishing open communication 
between the container outlet (a and the faucet 
9. To tightly hold the fitting 6 against move 
ment relatively to the shell i? when mounting 
the faucet 9 on, or removing the same from said 
fitting when desired, I prefer to rigidly Secure 
said fitting 6 and the locknut to the shell 
by soldering, brazing or other known means, 
thereby protecting the tube 5 from damage that 
might result from turning movement of said fit 
ting. This permits the use of a very thin Walled 
tube 5, which not only eliminates the communi 
cation of appreciable shock to the container Out 

75 let Oa by impacts on the faucet 9, but also ma 
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terially reduces the heat conductivity of the tube 
5 below that of thick-Walled tubes used for di 

rectly connecting the container outlets With 
faucets, thus preventing undue loss of heat 
through the draw-off connection where the con 
tainer is used to keep its contents hot, and also 
preventing the undue communication of heat 
through the draw-off connection to the container 
ContentS Where the container is used to keep its 
contents cold. 
The construction of the tubular connector is 

more clearly shown in Figs. 5, 6, and 7. In Figs. 
5 and 7 it will be noted that the fitting 6 is pro 
vided with a shoulder 6b adjacent its threaded 
extension 6d, to engage the washer 8 when the 
parts are assembled as shown in Figs. 2 and 3. 
The tube 5 is preferably of Soft metal, for ex 
ample, copper or brass, and very thin Walled, 
as a result of which any shocks exerted upon the 
faucet 9, readily bend the tube 5 and appre 
ciable resultant shocks are not communicated to 
the container outlet 9a, the length of the tube 
5 being sufficient to accomplish this result. To 
make the connector structure sanitary and whole 
Some for domestic purposes, I line said structure 
and particularly the tube f3 with tin, or similar 
material inert to liquids for human consumption. 

In Fig. 4 I illustrate a connector structure simi 
lar to that above described, the difference being 
that the cup fitting 4 and the fitting 6 are more 
Widely Separated than shown in Fig. 3, the con 
necting tube 5d. being correspondingly longer 
than the tube 5 shown in Fig. 3. This gives 
greater flexibility to the tube 5a, and corre 
Spondingly greater shock protection to the fran 
gible container outlet loa. It will also be noted 
that the curved condition of the tube 5a, shown 
in Fig. 4 permits said tube to bend more readily 
under impacts on the faucet 9 than where the 
connecting tube is straighter as shown in Fig. 3. 

In Fig. 8, I show the container outlet Oa. Con 
nected With a fitting 20 mounted on the shell 
and Supporting a faucet 9 as above described, by 
a thin-walled metal tube 2 integral at its inner 
end with an annular diaphragm 2 a resting at 
its outer portion against the outer end of the 
Outlet Oa, said diaphragmat its outer edge being 
integral with a sleeve portion 2 b surrounding 
the outlet if Oa and inturned at its inner end at 
2c, said sleeve being secured to said outlet by 
suitable cement as above described. The outlet 
Oa is of substantially larger diameter than the 

tube 2 ?, to constitute the diaphragm 2 a. a read 
ily yielding member incapable of communicating 
dangerous shocks from the fitting 20 to the out 
let Oa. 
In Fig. 9, I show the container outlet Oa con 

nected With the fitting 20 mounted on the shell 
and supporting a faucet 9 as above described, by 
a thin-Walled metal tube 22 having flexible cir 
cumferential folds 22a throughout its length, 
which tube 22 is secured to the sleeve f3 mounted 
on the outlet Oa as above described. The size 
and number of the folds 22a are such that the 
tube 22 constitutes a readily yielding member in 
capable of communicating dangerous shocks from 
the fitting 20 to the outlet Oa. 
In Fig. 10, I show the container outlet Oa con 

nected with the fitting 6, by a thin-walled metal 
tube 23 having a U-shaped conformation and Se 
cured at its inner end to the cup-shaped mem 
ber 4 in the manner above described for the tube 
5. The length of the tube 23 is such that for 

the thickness of Wall of the tube and the kind of 
metal that may be selected in making the tube, 
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2,117,276 
said tube constitutes a readily yielding member 
incapable of communicating dangerous shocks 
from the fitting 6 to the outlet Ea. 
While I have shown my invention in the par 

ticular embodiment above described, it will be 
understood that I do not limit myself thereto, as 
I may employ equivalents thereof known to the 
art at the time of the filing of this application, 
Without departing from the scope of the appended 
claims. 
Having thus described my invention, what I 

claim is: 
1. In combination, a frangible container of a 

structure readily carried by hand and having a 
tubular outlet extending therefrom, a metal sleeve 
around and cemented to said outlet, a flanged cup 
shaped member Secured to said sleeve, a protec 
tive metal jacket around and spaced from said 
container, means between the jacket and the 
frangible container for insulating purposes, a 
hollow metal fitting in the space between said 
container and said jacket and having a threaded 
extension projecting through said jacket, a draw 
off device secured to the outer portion of said 
threaded extension, and a flexible metal tube con 
necting said cup-shaped member with said fit 
ting, said tube being of soft metal and thin 
Walled, whereby impacts on said fitting will read 
ily bend said tube. 

2. In combination, a frangible container of a, 
structure readily carried by hand and having a 
tubular outlet extending therefrom, a metal sleeve 
around and cemented to said outlet, a flanged 
Cup-shaped member Secured to Said sleeve, a pro 
tective metal jacket around and spaced from Said 
container, means between the jacket and the 
frangible container for insulating purposes, a 
hollow metal fitting in the space between said 
container and Said jacket and having a threaded 
extension projecting through said jacket, a draw 
off device secured to the outer portion of said 
threaded extension, and a flexible metal tube con 
necting said cup-shaped member with said fit 
ting, Said cup-shaped member and said fitting 
being Spaced angularly from each other by an 
amount insulating said container from impacts 
on said fitting. 

3. In combination, a frangible container of a 
structure readily carried by hand and having a 
tubular outlet extending therefron, a metal sleeve 
around and cemented to said outlet, a flanged 
cup-shaped member secured to said sleeve, a 
metal jacket around and spaced from said con 
tainer, a hollow metal fitting in the Space be 
tween said container and said jacket and hav 
ing a threaded extension projecting through Said 
jacket, a draw-off device Secured to the Outer por 
tion of said threaded extension, and a flexible 
metal tube connecting said cup-shaped member 
With said fitting, said tubular outlet flaring Out 
Wardly to an increased diameter, and said metal 
sleeve being inturned at its inner end, Said Sleeve 
having an inturned flange at its outer end rest 
ing against the outer end of said tubular out 
let, whereby said sleeve is interlocked on Said 
tubular outlet by the cement holding it in place. 

4. A receptacle for carrying liquids, including 
in combination, a frangible container for liq 
uids and having an outlet, a protective jacket 
of non-frangible material around and Spaced 
from said container and constituting a Struc 
ture readily carried by hand, means between the 
jacket and the frangible container for insulat 
ing purposes, a first hollow fitting secured to 
said outlet, a second hollow fitting extending 

through said jacket, a draw-off device remov 
ably Secured to the outer portion of said sec 
Ond fitting, and a readily flexible tubular con 
nection of non-frangible material between said 
fittings, Said second fitting being secured to said jacket. 

5. A heat insulated receptacle including a 
frangible container having an outlet in its low 
er portion, a protective jacket of non-frangible 
material around and spaced from said container, 
means between the jacket and the frangible con 
tainer for insulating purposes, a draw-off device 
carried by said jacket, and a conduit connecting 
Said outlet with said draw-off device, said con 
duit comprising two tubular portions and a read 
ily yieldable diaphragm connecting said tubular 
portions. 

6. A heat insulated receptacle including a fran 
gible container having an outlet for a draw-off 
Conduit, a protective jacket of non-frangible ma 
terial around and Spaced from said container, 
means between the jacket and the frangible 
container for insulating purposes, and a draw 
off conduit connected with said outlet and with 
Said jacket, Said conduit including two tubular 
portions and a readily yieldable diaphragm con 
necting said tubular portions, said tubular por 
tions being of different diameters. 

7. A heat insulated receptacle including a fran 
gible container having an outlet for a draw-off 
conduit, a protective jacket of non-frangible ma 
terial around and spaced from said container, 
means between the jacket and the frangible con 
tainer for insulating purposes, and a draw-off 
conduit connected with said outlet and with said 
jacket, said conduit including rigid end portions 
and a mid-portion including a readily yieldable 
diaphragm. 

8. A heat insulated receptacle including a fran 
gible container having an outlet for a draw-off 
conduit, a protective jacket of non-frangible ma 
terial around and spaced from said container, 
means between the jacket and the frangible con 
tainer for insulating purposes, and a draw-off 
conduit connected With said outlet and with said 
jacket, Said conduit including end connecting 
portions and a mid-portion including a plural 
ity of substantially parallel connected and read 
ily yieldable diaphragms. 

9. A heat insulated receptacle including a fran 
gible container having an outlet for a draw-off 
conduit, a protective jacket of non-frangible ma 
terial around and Spaced from Said container, 
means between the jacket and the frangible con 
tainer for insulating purposes, and a draw-off 
conduit connected with Said outlet and With said 
jacket, said conduit including rigid end portions 
and a readily yieldable mid-portion including a 
U-shaped tube of freely flexible material. 

10. A heat insulated receptacle including a 
frangible container having an outlet for a dra W 
off conduit, a protective jacket of non-frangible 
material around and Spaced from Said container, 
means between the jacket and the frangible 
container for insulating purposes, and a draw 
off conduit connected with said outlet and with 
said jacket, Said conduit connections being an 
gularly displaced a substantial amount from each 
other, said conduit including rigid end portions 
and a readily yieldable mid-portion including a 
tube of freely flexible material extending angul 
larly around Said container and connecting said 
conduit end portions. 

11. A heat insulated receptacle including a 
frangible container having an outlet for a draw 
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off conduit, a protective jacket of non-frangible 
material around and Spaced from Said container, 
means between the jacket and the frangible con 
tainer for insulating purposes, and a metallic 
draw-off conduit connected with said outlet and 
with said jacket, said conduit including tWO tu 
bular portions and a readily yieldable diaphragm 
connecting said tubular portions, said tubular 
portions being of different diameters. 

12. A heat insulated receptacle including a 
frangible container having an outlet for a draW 
Off conduit, a protective jacket of non-frangible 
material around and spaced from said container, 
means between the jacket and the frangible con 
tainer for insulating purposes, and a metallic 
draw-off conduit connected with said outlet and 
with said jacket, said conduit including rigid end 
portions and a mid-portion including a readily 
yieldable diaphragm. 

13. A heat insulated receptacle including a 
frangible container having an outlet for a draw 
off conduit, a protective jacket of non-frangible 
material around and spaced from said container, 
Jmeans between the jacket and the frangible con 
tainer for insulating purposes, and a metallic 
draw-off conduit connected with said outlet and 
With said jacket, said, conduit including end con 
necting portions and a mid-portion including a 
plurality of Substantially parallel connected and 
readily yieldable diaphragms. 

14. A heat insulated receptacle including a 
frangible container having an outlet for a draw 
Off Conduit, a protective jacket of non-frangible 
material around and Spaced from said container, 
means between the jacket and the frangible con 
tainer for insulating purposes, and a metallic 
dra W-Off conduit Connected with said outlet and 
with said jacket, Said conduit including rigid end 
portions and a readily yieldable mid-portion in 

2,117,276 
cluding a U-shaped tube of freely flexible mate 
rial. 

15. A heat insulated receptacle including a 
frangible container having an outlet for a draw 
off conduit, a protective jacket of non-frangible 
material around and spaced from said container, 
means between the jacket and the frangible con 
tainer for insulating purposes, and a metallic 
draw-Off conduit Connected with said outlet and 
With Said jacket, said conduit connections being 
angularly displaced a substantial amount from 
each other, said conduit including rigid end por 
tions and a readily yieldable mid-portion includ 
ing a tube of freely flexible material extending 
angularly around said container and connecting 
Said Conduit end portions. 

16. A unitary double-walled receptacle includ 
ing in combination a frangible container, a pro 
tective jacket of non-frangible material around 
and held in Spaced relation with said container 
and heat-insulated therefrom, said jacket and 
Said container each having an opening for con 
nection with a draw-off conduit, and a draw-off 
conduit connected with said openings, said con 
duit including between said container and said 
jacket a freely yieldable, non-frangible and 
Shock-protecting structure. 

17. A unitary double-walled receptacle includ 
ing in combination a frangible container, a pro 
tective jacket of non-frangible material around 
and held in Spaced relation with said container 
and heat-insulated therefrom, said jacket and 
Said container each having an opening for con 
nection with a draw-off conduit, and a metallic 
draw-off conduit connected with said openings, 
Said conduit including between said container 
and said jacket a freely yieldable, non-frangible 
and shock-protecting structure. 

CORTAND W. DAVIS. 
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