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UNITED STATES PATENT OFFICE 
2,402,139 

PREHEATER FOR LIQUED FUEL BURNERs 
OF THE PRESSURE TYPE 

Hugh Charles Hebard, Greenford, England, as 
signor to The Mantle Lamp Company of 
America, Chicago, Ill., a company of Illinois 

10 Claims. 
1. 

This invention relates to lamps and Stoves 
of the kind adapted to burn oil. Such as paraffin 
under pressure and has particular reference to 
preheating devices used in conjunction with 
the burners to produce the normal running con 
dition. 

Preheating devices have been employed which 
utilise a fuel and air mixture obtained from the 
reservoir of the lamp or stove but these have 
Suffered from the disadvantage that the flame 
is extremely unstable and often goes out due to 
the fact that the mixture is very critical and a 
mere momentary interruption of the oil Supply 
is Sufficient to extinguish the flame. A common 
cause of flame failure is obstruction of the jet 
through which the mixture of fuel and air issues 
and which must of necessity be of very small 
diameter. ? 

The object of the present invention is to pro 
vide an improved form of preheating device 
which is free from the disadvantages referred to 
in the preceding paragraph in that automatic 
means are provided for clearing the jet orifice 
from obstructions and the means for Supplying 
air and fuel to the jet are proportioned so as to 
give the correct mixture and ensure thereby the 
maintenance of a flame sufficient to heat the 
vaporiser to the extent required to start the 
burner into operation in the shortest possible 
time. These objects are achieved by utilising 
the principle described in my prior United States 
application Serial No. 579,987, filed February 27, 
1945, and the device according to the invention 
may be used in conjunction. With that of the said 
prior application or with any other pressure 
burner having a vaporiser capable of being pre 
heated by the application of a flame thereto. 
According to the invention a preheating device 

for application to a pressure fuel burner is pro 
vided wherein a cleaning needle carried by means 
fixed relatively to a fuel reservoir is disposed 
Within a jet flexibly connected to said reservoir 
and capable of being maintained in a depressed 
position after the preheating operation to cause 
the said cleaning needle first to enter and clear 
the jet orifice and theerafter to maintain said 
orifice closed. 
According to the preferred form of the inven 

tion a preheating device for application to a 
pressure fuel burner comprises a mixing cham 
ber, jet and fuel Supply tube constituting a unit 
removable from a fuel reservoir, means for im 
parting vertical movement to said unit to cause 
a cleaning needle to clear and/or close the jet 
orifice and flexible means for sealing the said 
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2 
unit to the reservoir and for restoring the jet 
to open condition after depression. 

Reference will now be made to the accompany 
ing drawings which illustrate a preheating de 
Vice constructed according to the invention and 
in which 

Fig. 1 is an elevation, 
Fig. 2 is a sectional elevation taken on the 

line II-II of Fig. 1, . 
Fig. 3 is a cross sectional view taken on the 

line III-III of Fig. 2, 
Fig. 4 is a detail view of the jet and associated 

parts on an enlarged scale showing the jet open, 
Fig. 5 is a view similar to Fig. 4, but showing 

the jet closed and 
Fig. 6 is a croSS Section taken on the line 

WI-VI of Fig. 4. 
In the construction illustrated a mixing cham 

ber , jet 2 and fuel supply tube 3 are assem 
bled together as one removable unit which is 
adapted to be mounted in the upper Wall. Or 
cover A of the reservoir of a pressure lamp of 
known type and which may conveniently be of 
the kind illustrated in my said prior application 
Serial No. 579,987. Extending through the fuel supply tube 3 is a 
rod 5 whose upper end terminates in a conical 
portion 6 shaped so as to be an accurate fit into 
the inner coned Wall 1 of the jet 2 which termi 
nates in an orifice 8. At the extreme upper end 
of the coned portion 6 of the rod 5 is mounted 
a very short length of fine wire 9 which will just 
pass through the orifice 8 so that every time the 
preheater is turned off the wire 9 enters the 
orifice 8 which is thereby automatically cleared 
from the inside and closed. 
The jet 2 is formed integral With a screw 

threaded extension f which engages in an Outer 
sleeve and which extension surrounds an in 
ner sleeve 2 which is slightly spaced from a 
tube 3 fixed into the upper end of the fuel 
supply tube 3. The upper end of the tube 3 is 
bevelled at an angle which is the same as the 
angle of the internal cone 7 of the jet. The di 
ameters of the sleeve 2 and tube 3 are such that 
a narrow annular air passage 4 is formed be 
tween them communicating with an air port 5 
situated above the area 6 over which the tube 
3 and sleeve 2 are brazed or otherwise fixed 

together. The tube 3 is slightly spaced from 
the rod 5 to form an annular fuel passage. The 
base of the outer sleeve f is fixed to the upper 
end of a flexible metallic bellows 7 whose lower 
end is fixed to a cylindrical housing 8 and to a 
cylinder 9 which depends from the housing 8 
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into the fuel reservoir and concentrically Sur 
rounds the fuel supply tube 5, the Said cylinder 
9 being closed at its base by a plug 29 but having 
a fuel inlet port 2 by which the fuel from the 
reservoir 4 can reach the lower open end of the 
Supply tube 3. 
The rod 5 has screw threaded engagement at 

22 with the plug 20 and the said rod 5 has flat 
tened sides as shown at 23 in Fig. 3, so as to form 
fuel passages by which the fuel can ascend 
around the said rod up to the jet 2. The upper 
portion of the said rod which passes through the 
tube 3 is cylindrical. The cylinder 9 has an 
air inlet port 24 near its upper end. 

Rotatably mounted around the upper end of 
the housing 8 is a hood 25 having an inwardly 
directed lip 26 which bears upon an annular 
shoulder 27 on the sleeve í l. 
28 is mounted in the hood 25 which carries in 
ternally rollers 28a, disposed in diametrically op 
posed positions. These rollers engage in inclined 
cam slots 29 formed in the housing 8 so that 
partial rotary movement of the operating arm 
28 in One direction will partially rotate and lower 
the hood 25 whose movement is transmitted 
through the shoulder 27 to the outer sleeve 
and jet 2 to depress the latter until the needle 
9 enters the orifice 8. 
The assembly above described is adapted to be 

seated in a socket 3 fixed in an opening in the 
top of reservoir 4 the said socket being internally 
screw threaded to receive a nut 32 the lower end 
of which bears upon a flange 33 formed at the 
base of the housing 8 to retain it in position 
Within the socket 3 as shown in Fig. 2. The nut 
32 supports a ring 34 from which extend arms 
35 (Fig. 1) which terminate in a ring 36 carry 
ing the mixing chamber which is formed with 
an open lower end surrounding the jet 2 and With 
an air inlet 3 above the jet. 
The arrangement above described is inopera 

tive during the normal running of the burner 
with which it is associated, the parts normally 
occupying the positions shown in Fig. 5 wherein 
the jet 2 is in its lower position with the Wire or 
needle 9 closing the orifice 8, the bellows being 
held in a state of compression. 
When starting up the burner, however, the op 

erating arm 28 is given a partial rotary move 
ment around the axis of rod 5 and tube 3, so that 
the hood 25, sleeve i, inner sleeve 2 and jet 2 
are all lifted under the expanding action of the 
bellows 7 to the position shown in Fig. 4 where 
in a clear passage for fuel extends from Within 
the tube 3 and around the rod 5 to the space 
within the jet 2. Air for admixture. With the fuel 
enters through the port 24 and passes through 
the interior of the bellows 7, through part 5 
and annular passage 4 to the interior of the jet. 
The dimensions of the mixing chamber rela 
tively to those of the jet are such as to cause a 
drop in pressure in Said chamber sufficient to 
raise enough fuel to maintain combustion. 
At the conclusion of the preheating operation 

the arm 28 is given a partial turn in the reverse 
direction to that required for starting and causes 
the jet to descend and the needle to clear and 
close the orifice 8. 
The fuel mixture is mainly controlled in its 

composition by the size of the aperture 5 which 
admits air and by the clearance between the tube 
3 and the rod 5. For fixed sizes of these two 

variable spaces the character of the fame ob 
tained at the mouth of the mixing chamber f is 
greatly influenced by the size of the clearance 
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4 
between the bevelled portion at the upper end of 
the tube i3 and the internally coned surface T of 
the jet 2. 
The tube 3, tube 3, sleeve 2, jet 2 and sleeve 

a are rigidly connected with each other to con 
stitute a unitary assembly movable axially rela 
tively to the associated stationary parts compris 
ing the socket 3, the housing 8, the cylinder 
19 and the rod 5, to operate in the manner above 
set forth to secure the results described. 
The arrangement shown in the dra Wings al 

though occupying a position about a vertical axis, 
is in practice disposed about an inclined axis SO 
that the flame issuing from the mixing chamber 

is directed onto the main vaporiser tube of the 
burner. 
It has been found in practice that the best 

results are obtainable with components having 
dimensions as follows: 
Jet diameter (8) --------inches. 0.0075-0.0085 
Internal cone angle of jet (7) ----- degrees.-- 60 
Internal bore of sleeve (2) ...--- inches-- 0.128 
Air inlet hole diameter (5)-------- do---- 0.025 
Diameter of centre tube (3).------ do--- 0.115 
Bore of centre tube (3).------------ do--- 0.080 
Diameter of round portion of Centre 
rod (5) –––––––––––--------- inch 0.070-0.075 

Clearance between jet cone (7) and 
centre tube (3) bevel (measured 
at right angles to the tube inclined 
faces) ------------------ inch 0.008-0.014 
I claim: 
1. A preheating device for pressure fuel 

burners, including in combination a pressure 
reservoir for fuel, a combined cleaning needle 
and valve having fixed support from said reser 
voir, a fuel mixture jet having an orifice in align 
ment with said cleaning needle and valve and 
movable axially, and means for moving said jet 
first to a cleaning position of said needle and 
valve in said jet orifice and then to a position 
closing Said jet Orifice and maintaining said jet 
in said closing position. 

2. A preheating device for pressure fuel 
burners, including in combination a pressure 
reservoir for fuel, a unitary structure Supported 
by and removable as a unit from said reservoir 
and comprising a mixing chamber, a fuel jet hav 
ing a discharge orifice directed into said mixing 
chamber, and a fuel Supply tube connected with 
said jet, a combined cleaning needle and valve 
having fixed support in alignment with said jet 
orifice, means for moving said unitary structure 
to positions cleaning said jet orifice and closing 
the same as desired, and flexible sealing means 
between Said unitary structure and said reservoir 
and comprising a metallic bellows, said sealing 
means having resilience tending to move said 
unitary structure to its orifice-opening position. 

3. A preheating device for pressure fuel 
burners, including in combination a pressure 
reservoir for fuel, a combined cleaning needle and 
valve having fixed support from said reservoir, a 
fuel mixture jet having an orifice in alignment 
With said cleaning needle and valve and movable 
axially, means for moving said jet first to a 
cleaning position of said needle and valve in said 
jet orifice and then to a position closing said jet 
orifice and maintaining said jet in said closing 
position, said jet including a mixing compart. 
ment communicating with said orifice, a fuel 
Supply tube discharging into said mixing com 
partment, and annular air passageways surround 
ing said tube and also discharging into said mix ing compartment. 



2,402,139 
5 

4. A preheating device for pressure fuel 
burners, including in combination a pressure 
reservoir for fuel, a combined cleaning needle 
and valve having fixed support from said reser 
voir, a fuel mixture jet having an orifice in aligin 
ment With Said cleaning needle and valve. and 
movable axially, means for moving said jet first 
to a cleaning position of said needle and valve 
in said jet orifice and then to a position closing 
said jet orifice and maintaining said jet in said 
closing position, said jet including a mixing Com 
partment communicating with said orifice, a fuel 
Supply tube discharging into Said mixing com 
partment, and annular air passageways surround 
ing said tube and also discharging into said mix 
ing compartment, Said mixing compartinent hav 
ing a conical Surface, and Said tube having a 
conically shaped end adjacent to and spaced from 
said conical surface to limit and determine the 
amount of air di Scharged into Said mixKing conn 
partment. 

5. A preheating device for pressure fuel 
burners, including in combination a pressure 
reservoir for fuel, a combined cleaning needle 
and valve having fixed Support froin said reser 
Voir, a fuel mixture jet haVing an Orifice in align 
ment with said cleaning needle and valve and 
movable axially, means for moving said jet first 
to a cleaning position of said needle and valve in 
said jet orifice and then to a position closing said 
jet orifice and maintaining Said jet in said closing 
position, said jet including a mixing compart 
ment communicating with said orifice, a fuel Sup 
ply tube discharging into Said mixing compart 
ment, and annular air pa SSageWays Surrounding 
said tube and also discharging into said mixing 
compartment, said fixed support for said clean 
ing needle and valve comprising a flat sided rod 
extending through said fuel Supply tube and a 
fixed support for said rod in said reservoir. 

6. A preheating device for pressure fuel burn 
ers, including in combination a pressure reservoir 
for fuel, a combined cleaning needle and valve 
having fixed support from Said reservoir, a fuel 
mixture jet having an orifice in alignment With 
said cleaning needle and valve and movable ax 
ially, means for moving said jet first to a clean 
ing position of said needle and valve in said jet 
orifice and then to a position closing said jet ori 
fice and maintaining said jet in Said closing posi 
tion, an Cuter and axially movable sleeves Sup 
porting Said jet, a cylindrical housing having 
fixed support and having a bore engaging said 
sleeve with a sliding fit, a flexible metallic bel 
lows connected with said sleeve and with said 
housing, and hand-operated means engaging Said 
sleeve for moving said sleeve axially in Said hous 
1:19, 

7. A preheating device for pressure fuel burn 
ers, including in combination a pressure reservoir 
for fuel, a combined cleaning needle and valve 
having fixed support from said reservoir, a fuel 
mixture jet having an orifice in alignment With 
said cleaning needle and valve and movable ax 
ially, means for moving Said jet first to a clean 
ing position of said needle and valve in said jet 
orifice and then to a position closing Said jet ori 
fice and maintaining said jet in said closing posi 
tion, an outer and axially movable sleeve Sup 
porting said jet, a cylindrical housing having fixed 
support and having a bore engaging said sleeve 
With a sliding fit, a flexible metallic bellows con 
nected with said sleeve and With said housing, 
hand-operated means engaging Said sleeve for 
moving said sleeve axially in Said housing, a 
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6 
socket secured to the top of said reservoir, de 
vices removably securing said housing in Said 
socket, a cylindrical tube extending from said 
housing through said socket and surrounding said 
fuel Supply pipe and having air and fuel inlet 
openings, a plug Secured to the inner end of said 
cylindrical tube, and a rod secured at one end to 
said plug and extending through said fuel supply 
tube and at its other end supporting said com 
bined needle and valve. - 

8. A preheating device for pressure fuel burn 
el's, including in combination a pressure reservoir 
for fuel, a combined cleaning needle and valve 
having fixed support from said reservoir, a fuel 
mixture jet having an Orifice in alignment with 
Said cleaning needle and valve and movable ax 
ially, means for moving said jet first to a clean 
ing position of said needle and valve in said jet 
orifice and then to a position closing said jet 
orifice and maintaining said jet in said closing 
position, an Outer and axially movable sleeve sup 
porting Said jet, a cylindrical housing having 
fixed Support and having a bore engaging said 
Sleeve with a sliding fit, a flexible metallic bel 
loWS Connected With said sleeve and with said 
housing, hand-operated means engaging said 
sleeve for moving said sleeve axially in said hous 
ing, a Socket secured to the top of said reservoir, 
devices removably securing said housing in said 
Socket, a cylindrical tube extending from said 
housing through Said socket and Surrounding said 
fuel Supply pipe and having air and fuel inlet 
openings, a plug Secured to the inner end of said 
cylindrical tube, a rod Secured at one end to said 
plug and extending through said fuel supply tube 
and at its other end supporting said combined 
needle and valve, and an inner sleeve within and 
Spaced from the upper end of said outer sleeve, 
and having an air opening therethrough, said 
cylindrical tube, said bellows, and said outer 
sleeve providing a continuous air passage from 
Said reservoir to and around said inner sleeve. 

9. A preheating device for pressure fuel burn 
ers, including in combination a pressure reservoir 
for fuel, a combined cleaning needle and valve 
having fixed support from Said reservoir, a fuel 
mixture jet having an orifice in alignment with 
Said cleaning needle and valve and movable ax 
ially, means for moving said jet first to a clean 
ing position of said needle and valve in said jet 
Orifice and then to a position closing said jet 
Orifice and maintaining said jet in said closing 
position, an outer and axially movable sleeve Sup 
porting said jet, a cylindrical housing having 
fixed Support and having a bore engaging said 
sleeve With a sliding fit, a flexible metallic bellows 
connected with said sleeve and with said hous 
ing, hand-operated means engaging said sleeve 
for moving Said sleeve axially in said housing, a 
Socket Secured to the top of said reservoir, de 
Vices removably securing said housing in said 
Socket, a cylindrical tube extending from said 
housing through Said socket and surrounding said 
fuel Supply pipe and having air and fuel inlet 
Openings, a plug Secured to the inner end of said 
cylindrical tube, a rod secured at one end to said 
plug and extending through said fuel supply tube 
and at its other end Supporting said combined 
needle and valve, a nut in Said socket holding said 
housing in place, and a mixing chamber sup 
ported by Said nut above and spaced from said 
jet. 

10. A preheating device for pressure fuel burn 
ers, including in combination a pressure reservoir 
for fuel, a combined cleaning needle and valve 
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having fixed support from said reservoir, a fuel 
mixture jet having an orifice in alignment with 
said cleaning needle and valve and movable ax 
ially, means for moving Said jet first to a clean 
ing position of said needle and valve in said jet 
orifice and then to a position closing said jet ori 
fice and maintaining said jet in Said closing posi 
tion, said jet including a mixing compartment 
communicating with said orifice, a fuel Supply 
tube discharging into said mixing compartment, 
and annular air passageways Surrounding said 
tube and also discharging into said mixing com 

5 

8 
partment, said fixed support for said cleaning 
needle and valve comprising a flat sided rod ex 
tending through said fuel supply tube and a fixed 
support for said rod in said reservoir, the upper 
portion of said rod being cylindrical, and said fuel 
supply tube at its upper end having an extension 
of reduced internal diameter around the cylindri 
cal portion of said rod providing a restricted 
clearance passage in Said extension limiting the 

l0 fuel supplied to said jet. 
HUGH CHARLES HEBARD. 


