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Carl Bramming, Anderson, Ind., assignor to Alad 
din Industries, Incorporated, Chicago, Ill., a, 
corporation of Illinois 
Application October 9, 1948, Serial No. 53,645 

(C. 240-52.6) Claims. 

This invention is directed to electric. lamps 
Such as decorative table lamps and the like hav 
ing a lamp base and a lamp. Socket carried 
thereby. 

Heretofore, 
base in the form of a vase, a bottle or a similar 
object, usually one which was constricted at the 
neck thereof. Alamp socket was Supported above 
the neck of the lamp base and the electric wires 
Were brought up to the Socket through the bottom 
and the neck of the lamp base. This Was done, 
according to standard practice, by providing a 
threaded metal tube which passed through the 
neck of the lamp base. The socket. Was Support 
ed upon the metal tube by means of a reduction 
fitting carried by the lower end of the lamp 
Socket and the electric Wires Were conducted to 
the lamp Socket through the inside of the tube. 
Usually the metal tube Was Supported in the 
neck of the lamp base by means. Of tWO nuts, 
disposed on the tube, one underneath. and the 
other above a horizontal diaphragm-like con 
striction in the neck of the lamp. base, SO that 
they could press from both sides against that 
constriction and rigidly hold the tube in place. 
In some instances the reduction fitting of the 
lamp socket fulfilled the purpose of the upper 
nut. However, it was always, necessary in ac 
cordance with standard practice to provide at 
least a tube, means for Supporting the tube in 
the lamp base, and a reduction fitting for the 
lamp Socket Secured to the tube in order, to 
Support the lamp socket on the lamp base. Con 
sequently, the lamp socket with the reduction 
fitting has become the standard type. Of lamp 
Socket used in the quantity production of table 
lampS. 
Owing to this standard type of lamp Socket 

and the manner of mounting it the production 
of table lamps under present conditions requires 
a number of Special parts and operations. Which 
make the production costly. Moreover, since 
the lamp sockets Were not originally designed 
for use with table lamps, but for the old type 
suspension lamps, they actually-detract from the 
artistic appearance of table lamps to an extent 
that the manufacturers normally mount... the 
shades so low that the lamp SOcketS cannot be 
seen except by a person seated below the eye 
level of the lamp shade. This, of course, re 
duces the amount of light radiation. The neces 
sity of passing the Wires through the tube and 
the reduced fitting frequently results also in 
excessive fraying and short circuiting of the 
Wires. 

such lanps have included, a lamp 
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The principal object of this invention is to 

provide an improved electric lamp Socket, and 
also an improved lamp base for use therewith 
Whereby the aforementioned difficulties encoun 
tered with conventional lamp. sockets and lamp 
bases are eliminated, wherein the usual connect 
ing pipe of the lamp base. may be omitted, where 
in the usual reduction fitting. of the lamp socket 
inay be omitted, wherein the electric wires for 
the lamp Socket may be freely accommodated and 
fraying...and. Short-circuiting thereof reduced to 
a.minimum, . Wherein...the lamp Socket- and base 
maybe...inexpensively manufactured, assembled 
and Wired, and Wherein the appearance of the 
electric lamp is greatly enhanced. 
in carrying out this object of the invention the 

-electric lamp SOcket includes an electrical assemi 
bly, provided. With connections for electric wires 
for receiving aid lighting an electric light bub, 
an insulating disc for the electrical assembly 
and a Substantially cylindrical outer shell for 
receiving the electrical assembly. The lamp base 
is preferably, hollow for freely accommodating 
the electric wires and is provided with a large 
neck having a large opening through which the 
electric Wires may freely extend and with an an 
nular abutment to be engaged by the insulating 
disc of the lamp Socket. A securing device of 
Substantially the Same diameter as the Outer 
Shell. Of the lap Socket connects the Outer she 
of the lamp Socket to the large neck of the lamp 
base With the insulating disc of the lamp socket 
engaging the annular abutment of the lamp base. 
A further object of this invention is to provide 

the lamp Socket With improved means for carry 
ing a lamp. Shade Supporting harp. 
Other objects and advantages of the invention 

reside. in the details of construction of the 
electric lamp and the cooperative, relationship 
betWeen the component parts thereof. 

Further objects of this invention. Will become 
apparent to those skilled in the art upon reference 
to the accompanying Specification, claims and 
dra WingSin Which: 

Eigure: 1... is... a. side elevational view partly in 
section of one form of the electric, lamp of this 
invention; i. 

Eigure 2 is an enlarged vertical sectional view 
taken substantially, along the line 2-2 of Fig. 1 

: and illustrating the lamp socket secured to the 
large neck of the lamp base; - 

Figure 3 is a view. Similar to Fig. 2, but show 
ing the lamp socket removed from the lamp base; 

Figure 4 is a Sectional view taken substantially 
along...the line 4-4 of Figure. 2 illustrating one 
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manner of Securing the shade Supporting harp 
to the lamp Socket; 

Figure 5 is a horizontal Sectional view taken 
Substantially along the line 5-5 of Fig. 3; 

Figure 6 is a horizontal Sectional view taken 
Substantially along the line 6-6 of Fig. 3; 

Figure 7 is a view similar to Fig. 2, but illus 
trating another form of lamp Socket provided 
with an electric light fixture Suspended from 
the lamp Socket in the lamp base; 

Figure 8 is a sectional view taken Substan 
tially along the line 8-8 of Fig. 7 and illustrat 
ing another manner of Securing a shade Sup 
porting harp to the lamp SOcket; 

Figure 9 is a view similar to FigS. 2 and 7 but 
illustrating a different manner of Securing the 
lamp socket to the lamp base; 

Figure 10 is a view similar to Fig. 2, but illus 
trating still another manner of Securing the lamp 
Socket to the lamp base; 

Figure 11 is a side elevational view of the Outer 
shell of the lamp Socket utilized in Fig. 10; and 

Figure 12 is a sectional view illustrating the 
Supporting ring utilized in Fig. 10 for Securing 
the lamp Socket to the lamp base. 

Referring first to the form of the invention 
illustrated in Figures 1 to 6, the lamp socket is 
generally designated at 0 and the hollow lamp 
base is generally designated at . 
The lamp socket 0 includes a substantially 

cylindrical outer shell 3 formed of Sheet metal 
and provided with an insulating liner 4 formed 
of Suitable insulating material. Within the 
lamp socket there is provided an electrical as 
sembly including receptacle 5 adapted to re 
ceive an electric light bulb, a spacer disc 6 and 
a switching mechanism all Suitably Secured 
together. The SWitching mechanism T may be 
conventional in form and provided with elec 
trical connections 8 for electric wires 9 and 
push buttons 20 for operating the Switch. The 
outer shell 3 and liner 4 are provided With slots 
2 for the push buttons 20. The bottom of the 
lamp Socket is provided with an insulating disc 
23 upon which the electrical assembly and outer 
shell of the lamp SOcket are adapted to rest. 
The outer shell 3 is provided at its lower end 
with an external flange 24 adapted to abut against 
the insulating, disc. 23. 
The lamp base generally designated at in 

cludes a hollow base 26 of any desired configura 
tion. The lamp. base may be made of any Suit 
able material. Such as ceramic, china, pottery, 
glass, etc. and may be light transmitting. If 
desired, the lamp base may be provided with a 
Sub-base 27 having suitable legs 28. The par 
ticular construction of the lamp base, of course, 
depends upon the ornamental characteristics 
desired therein. 
The upper portion of the lamp base is pro 

vided with a large neck 29 which in turn is pro 
vided with a large opening 30. The electric 
wires 9 are adapted to extend freely through 
the large opening 30 and be freely accommodated 
within the hollow lamp base. The electric wires 
may be provided with a suitable plug adapted 
to be received in a wall receptacle. The large 
neck of the lamp base is preferably provided 
with a screw threaded ring 3 provided with an 
inturned flange forming an abutment 32. This 
ring may be placed upon the lamp base after 
the same has been fabricated or may be secured 
thereto during the fabrication of the lamp base. 
If desired, however, the ring 3 may be omitted 
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whereupon the upper portion of the lamp base is 

4. 
would operate as the annular abutment. The 
ring 3 provides for free and ready assembly 
and disassembly of the lamp base and is pref 
erably utilized. 
A screw threaded ring 35 having an internal 

flange 36 overlies the external flange 24 of the 
outer shell 3 and the diameter of the flanges 
are preferably such that the flange 36 may be 
passed over the flange 24. As illustrated in Fig. 3 
the screw threaded ring 35 is inserted over the 
lower end of the outer shell 3 and then a split 
ring 37 is applied to the flange 24. The Split ring 
being of larger diameter than the flange 24 pre 
vents the internal flange 36 from passing thereby 
and in this way the screw threaded ring 35 is 
releasably secured to the lamp Socket 0. To 
enhance the appearance of the Screw threaded 
ring 35 and to facilitate manipulation thereof 
it is preferably provided with a knurled collar 38 
rigidly secured thereto. 
To secure the lamp socket to the lamp base 

all that is necessary is to screw the Screw threaded 
ring 35 of the lamp socket 0 to the Screw 
threaded ring 3 of the lamp base whereupon 
the outer shell 3 and the insulating disc 23 and 
the socket parts carried thereby are clamped to 
the annular abutment 32 of the large neck of the 
hollow lamp base. The lamp socket may be read 
ily removed from the lamp base merely by un 
screwing the screw threaded ring 35 of the lamp 
socket. - 

There is thus provided an electric lamp Where 
in the lamp socket may be readily Secured to the 
lamp base without the necessity of threading the 
electric wires through restricted openings and at 
the same time the appearance of the electric lamp 
is enhanced by the novel Securing device. 
The upper portion of the outer shell 3 may be 

provided with diametrically opposed pockets 
which may be formed by forcing the outer shell 
outwardly at diametrically opposed points to pro 
vide recesses 40 between the outer shell 3 and 
the liner f4. These pockets or recesses are 
adapted to receive the ends of a shade supporting 
harp 4 as illustrated in Figs. 1 and 4. The shade 
supporting harp may be permanently secured in 
the pockets or recesses by rivetS 42 as illustrated 
in Fig. 4 or releasably secured as illustrated in 
Fig. 8. In this latter connection the pockets or 
recesses 40 and harp 4 may be provided with 
detent means in the form of openings 43 in the 
pocketS or recesses 40 and projections 44 on the 
harp 4. 
The form of the invention illustrated in Fig. 7 . 

is similar to that illustrated in Figs. 1 to 6 and 
like reference characters have been utilized for 
like parts. Fig. 7 differs from Figs. 1 to 6 in that 
it illustrates a different type of switching mecha 
nism in the lamp SOcket and a different securing 
device, and is provided with a lamp fixture sus 
pended from the lamp socket in the lamp base. 
In Fig. 7 the outer shell f3 is provided with an 

annular shoulder 46 and a depending skirt pro 
vided with internal screw threads 47 for screwing 
the lamp Socket onto the lamp base. The Switch 
ing mechanism within the lamp socket may be 
operated by a rotary knob 50 secured to a shaft 48 
of the switching mechanism. The slot 2 accom 
modates the shaft 48 so that the electrical assemi 
bly may be inserted into the outer shell before the 
knob 50 is secured to the shaft. This permits 
the integral construction of Fig. 7 as distin 
guished from the split ring construction of Fig. 2. 
The insulating disc 23 carries a bracket 5 by 
means of a rivet 52 which in turn carries at its 
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lower end an electric light bulb fixture 53 pro 
vided With a small bulb. 54. The light bulb fix 
ture 53 may be suitably connected by electric 
wires 55 to the electric assembly 17 of the lamp 
socket. The large opening 30 in the large neck 
of the hollow lamp base is sufficiently large to 
accommodate freely the light bulb fixtures as well 
as the electric wires. This form of the invention 
utilizing the light bulb fixture is preferably used 
in conjunction with a hollow lamp base formed 
of light transmitting material, so that When the 
switch is operated to one position the light bulb 
fixture suspended in the lamp base may be lighted 
for night light purposes or ornamental purposes 
and when moved to another position the light 
bulb carried by the receptacle 5 may be lighted 
for lighting purposes. 
The form of the invention illustrated in Fig. 9 

is similar to that of Figs. 2 and 7 and like ref 
erence characters have been utilized for like parts. 
Fig. 9, however, illustrates another manner of 
securing the lamp socket to the lamp base. In 
this connection the large neck of the lamp base 
is provided with an internal screw threaded ring 
6 having an internal flange 62 forming an an 
nular abutment for the insulating disc 23. The 
lower end of the outer shell 3 of the lamp Socket 
is provided with external screw threads 63 which 
are adapted to screw threadedly engage the screw 
threads 6 of the lamp base to clamp the insulat 
ing disc 23 to the annular shoulder 62. Thus, in 
the form of the invention illustrated in Fig. 9 
Substantially the same results are obtained as in 
the previous forms of the invention, namely, the 
ready assembly and disassembly of the lamp 
socket and lamp base. 
In the form of the invention illustrated in 

Figs. 10 and 12 like reference characters have 
also been utilized for like parts. This form of 
the invention differs from the forms previously 
considered in the particular manner of Securing 
the lamp socket to the lamp base. In this con 
nection the lower end of the Outer shell 3 of 
the lamp socket is provided with a plurality of 
circumferentially arranged detent openings 65 
and the large neck of the lamp base is provided 
with a ring 66 having an internal flange 67 
forming an abutment for the insulating disc 23. 
The ring 66 may be provided with external pro 
jections 68 for Securing the same in the lamp 
base, and also, with internal detent projections 
69 for engaging in the detent openings 65 of the 
outer shell. Thus, the outer shell may be re 
leasably secured by the detents 65, 69 to the large 
neck of the hollow base with the insulating disc 
23 engaging the annular abutment 6 and With 
the lamp socket Securely clamped in place. Sub 
stantially the same results are obtained by this 
form of the invention as in the forms previously 
considered. 
While the various lamp sockets have been 

shown with SWitches for turning on and off the 
lamp, the Switches may be eliminated or may be 
included in the lamp base instead of in the lamp 
Socket. 
While for purposes of illustration several 

forms of this invention have been disclosed, other 
forms thereof may become apparent to those 
Skilled in the art upon reference to this dis 
closure, and therefore, this invention is to be 
limited by the Scope of the appended claims. 

I claim as my invention: 
i. An electric lamp comprising in combination 

a molded lamp base having a large neck provided 
With an annular abutment, an electrical aSSemi 
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6 
bly adapted to receive and feed current to an 
electric light bulb, a substantially cylindrical 
outer shell for receiving the electrical assembly, 
a retaining disc for the electrical assembly and 
securing means on the outer shell-adapted to se 
cure the outer shell to the large neck of the 
lamp base with the retaining-disc engaging the 
annular abutment of the lamp base and thereby 
holding the electrical assembly in position with 
in the shell. - - - 

2. An electric lamp comprising in combination 
a molded lamp base having a large neck provided 
with an annular abutment and adjacent Screw 
threads, an electrical assembly adapted to re 
ceive and feed current to an electric light bulb, 
a substantially cylindrical outer shell for re 
ceiving the electrical assembly, and a retaining 
disc for the electrical assembly, the outer shell 
being provided with threads adapted to engage 
the screw threads of the lamp base for securing 
the outer shell to the large neck of the lamp base 
with the retaining disc engaging the annular 
abutment of the lamp base and thereby holding 
the electrical assembly in position within the 
shell. 

3. An electric lamp comprising in combination 
a molded lamp base having a large neck pro 
vided with an annular abutment and adjacent ex 
ternal screw threads, an electrical assembly 
adapted to receive and feed current to an elec 
tric light bulb, a substantially cylindrical outer 
shell for receiving the electrical assembly and pro 
vided with an external flange, a retaining disc for 
the electrical assembly, a ring having an internal 
flange overlying the external flange of the Outer 
shell and provided with internal Screw threads 
adapted to engage the external Screw threads of 
the lamp base for securing the outer shell to the 
large neck of the lamp base with the retaining 
disc engaging the annular abutment of the lamp 
base for positioning the electrical assembly within 
the shell, and a split ring located between the 
external flange of the outer shell and the internal 
flange of the ring for connecting the ring to the 
outer Shell. 

4. An electric lamp comprising in combination 
a lamp base having a large neck provided with 
an annular abutment, an electrical assembly 
adapted to receive and feed current to an electric 
light bulb, a substantially cylindrical outer shell 
for receiving the electrical assembly and pro 
vided at its lower end with a plurality of circum 
ferentially arranged detent openings, a retaining 
disc for the electrical assembly, and a ring adapt 
ed to be carried by the large neck of the lamp 
base and provided with a plurality of circumfer 
entially arranged detent fingers to fit in the de 
tent openings of the outer shell for securing the 
outer shell to the large neck of the lamp base 
with the retaining disc resting on the annular 
abutment of the lamp base for Supporting the 
electrical assembly within the shell. 

5. An electric lamp comprising a lamp socket 
adapted to receive an electric light bulb and pro 
vided internally with an electrical assembly pro 
vided with connections for electric Wires and hav 
ing a retaining disc for the electrical assembly 
and an open-ended, substantially cylindrical out 
er shell, said electrical assembly being adapted to 
slide into said shell from one end thereof, a hol 
low lamp base for freely accommodating the elec 
tric wires for the lamp Socket and having a large 
neck provided with an annular abutment to be 
engaged by the retaining disc, and a securing de 
vice of substantially the same diameter as the 
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shell cooperating with the shell and the large neck 
for Securing the lamp Socket to the lamp base 
While holding the retaining disc in engagement 
With the annular abutment of the lamp base to 
maintain the electrical assembly in normal posi 
tion relative to the shell. 

6. An electric lamp comprising an electrical 
aSSembly adapted to receive and supply current 
to an electric light bulb, an Outer shell adapted 
to receive the electrical assembly, a retaining disc 
larger in diameter than the electrical assembly, 
an electric light bulb fixture suspended from the 
disc, a hollow lamp base of light transmitting ma 
terial for freely accommodating within it the 
light bulb fixture and having a large neck pro 
vided with an annular abutment to be engaged 
by the disc, and a Securing device adapted to se 
cure the shell to the neck of the lamp base with 
the light bulb fixture Suspended in the lamp base 
and the retaining disc resting on the annular 
abutment, holding the electrical assembly in 
proper position relative to the outer shell. 

7. An electric lamp construction including in 
combination a substantially straight, cylindrical 
shell for receiving and supporting an electrical 
aSSembly including a support for a light bulb, a 
base having an upper neck portion provided with 
an annular abutment, a retaining disc between 
Said shell and Said abutment, and means engag 
ing said neck securing said shell firmly on the 
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upper portion of Said neck. With said disc adja 
cent the lower end of Said electrical assembly, 
said securing means and said disc being readily 
separable from said neck and thereby facilitating 
the assembling and disassembling of Said shell 
and Said base. 

CAR.L. BRAMMING. 

REFERENCES CITED 
The following references are of record in the 

file of this patent: 
UNITED STATES PATENTS 

Number Name Date 
1,235,632 Andersen ----------- Aug. 7, 1917 
1,309,857 Jones -------------- July 15, 1919 
1,404,731 Benjamin ---------- Jan. 31, 1922 
1,573,805 Cary -------------- Feb. 23, 1926 
1,605,778 - Riley --------------- Nov. 2, 1926 
1,703,698 Whelan ------------- Feb. 26, 1929 
2,076,782 - Jedlicka ------------ Apr. 13, 1937 
2,243,775 Roberts ------------ May 27, 1941 
2,331,893 DeWey ------------- Oct. 19, 1943 
2,352,248 Bramming --------- June 27, 1944 

FOREIGN PATENTS 
Number Country Date 

409,022 Germany ----------- Jan. 29, 1925 
525,482 England------------ Aug. 29, 1940 

30 


